
HX35AZ

Engine�output�(HP/kW)

24.6(18.5)

Machine�weight�(kg/lbs)

* Photo may include optional equipment.



WHAT

•�Digital�cluster� �

•

• � �

•

•

•

•�Improved�Visibility

•

•  Option  

• �

•

•

AND�FUEL�EFFICIENCY
•�

•�Auto�Engine�Idle� ��

•�

•�

� Proportional�Control Option  

•�Quick�Coupler�Piping Option  

•�Dozer�Blade�Floating� �

•�Angle�Dozer Option  

•�

•�  Option  

‘

SERVICEABILITY�AND�
TELEMATICS

• � �

• � �

• � �

SAFE�ENVIRONMENT
•

•

•

•  Option  

•  Option  

•  Option  

•

* Photo may include optional equipment.
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Angle�Dozer

Angle�dozer�option�allows�you�to�quickly�and�easily�switch�be

tween�digging,�grading,�and�leveling�tasks,�saving�you�time�

and�increasing�efficiency�on�the�job�site.

HX35AZ�&�hx48AZ�eliminates�the�rear�overhang,�allowing�the�

excavator�to�rotate�freely�within�its�own�footprint.�This�fea

the�risk�of�damage�to�surrounding�structures.

Proportional�control�switch�with�better�speed�control�helps�

operators� to� enlarge� the� operation� convenience�whenever�

they� do� time-consuming� work.� And� this� function� can� be�

switched�with�pedal�valve�in�cluster�setting�menu.�The�roller�

switch� on� both� joysticks� allows� to� operate� multi-function�

work�tools�in�an�efficient�way.

Quick�Coupler�Piping

hydraulic�line�to�operate�any�hydraulic�zquick�coupler.�Thus�

allowing�for�quick�changes�of�work�tools,�without�having�to�

leave�the�operator�cabin.

Auto�Engine�Idle

Introducing�our�auto�engine�idle�feature,�which�optimizes�fuel�

efficiency�by�reducing�RPM�when�the�equipment�is�not�in�use.

Dozer�Floating

Dozer�floating�function�enables�the�excavator�blade�to�glide�

smoothly�over�the�surface�of�the�ground,�ensuring�a�precise�

finish�without�damaging�the�surface.

2�Way�&�4�Way�Aux.�Line�with�Proportional�

* Photo may include optional equipment.

FUEL�EFFICIENCY
Certified�Engine

EPA� -

nal�emission�regulations�without�DPF�and�AdBlue,�

-



* Photo may include optional equipment.

-

ensure�maximum�strength�and�longevity.

Become�a�true�leader�on�the�ground�with�HX�A�Series.

•�ROPS�:�

•�OPG  Option  

OPG ROPS

�
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HX35AZ�delivers�best�performance�
in�rough�working�conditions��



and�operations.�

 Option  
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The�HX-A�mini�excavators�comes�ready-equipped�with�an�integrated�
heating�&�air-conditioning�system�(only�with�Cabin�model),�providing�a�
comfortable�working�environment�inside�the�cabin�at�all�climates.

Heating�&�A/C�System�(standard�with�Cabin�model)

New�5�inch�LCD�cluster�of�HX35AZ

�allow�you�you�easily�

control�excavator�setting�-�like�Aux.�

flow�rate�adustment.�Our�digital�cluster�

also�offers�features�for�component�

lifecycle�management�

Digital�Cluster



around�the�machine.

LED�Work�lamp�&�Beacon�lamp Option  

 Option  

�

alarm�to�ensure�that�the�operator�is�properly�secured�

* Photo may include optional equipment.
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ENVIRONMENT

The�mini�excavator�is�equipped�with�safety�

valves�on�both�the�boom�and�arm,�which�automatically�

activate�in�the�event�of�hydraulic�hose�damage�or�loss�of�

pressure�to�prevent�sudden�drops.



* Photo may include optional equipment.
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Creating�a�smart�construction�site�with�advanced�technology.�

Maximizes�productivity�and�safety�for�successful�business.

EASY�SERVICEABILITY�
Fully�Accessible�MCV�&�
Engine �

The�cowl,�which�is�a�full�open�type,�allows�

for�easy�access�to�both�the�MCV�and�

engine.�In�addition,�the�layout�of�the�MCV�

and�engine�has�been�optimized�for�better�

serviceability.�

2-Piece�Dozer�Hose�

Standard�Tilting�Cabin��

Our�excavators�id�equiped�with�a�tilting�
cabin,�allowing�for�easy�access�to�compo-
nents�like�the�swing�motors.�This�innovative
design�improves�serviceability�and�reduces�
down�time,�as�maintenance�tasks�can�be�
completed�quickly�and�efficiently�

HX-A�mini�excavator�dozer�is�designed�with�
a�hydraulic�hose�that�is�a�2-piece�type,�
providing�easy�and�convenient�maintenance.
This�design�allows�for�easy�replacement�of�
individual�hoses�in�case�of�damage,�reducing�
maintenance�time�and�costs.�
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Maker�/�Model HX35AZ

ENGINE

Model D1703

Type
�

Gross 25.2(18.5)

Peak�torque · ·N m(lb

3

Bore�x�Stroke mm(in.)

Displacement cc(in3)�

Pump type Variable displacement 
tandem axis piston pumps

Max. pressure kgf/cm2(psi) 230(3,280)

l(gal)/min 2 x 37.4(9.7) + 23.1(6.1)

l(gal)/min 60.5(16.0)

l(gal)/min 60.5(16.0)

Fuel tank capacity l(gal) 46.8(12.4)

Hydraulic capacity
(tank/system) l(gal) 36(9.5) / 63(16.6)

Bucket digging force 
(ISO) kgf(lbf) 3,281(7,232)

Arm digging force (ISO) kgf(lbf) 2,025(4,465)

Travel speed (high/low) km(mile)/h 2.6(1.6)/4.4(2.7)

Traction force kg(lb) 3039(6700)

Swing speed rpm 9.4

Boom length mm(ft.) 2,400(7' 10")

Arm length mm(ft.) 1,300(4'3") / 1,600(5' 3")

Bucket capacity, std. SAE m3(yd3) 0.11(0.14)

Bucket width (with/with -
out sidecutter) mm(in.) 500(19.7") / 610(24.0")

Boom swing angle 75/50

Rubber track width mm(ft.) 300(1'0")

Ground pressure kgf/cm2(psi) 0.36(5.09)

Noise level

LpA / LwA (2000/14/EC) dB 71.5 / 93

15HX35AZ

THREE�MINI�EXCAVATORS�MADE�BY
HD�HYUNDAI�CONSTRUCTION�EQUIPMENT�
WIN�THE�MAIN�PRIZE�AT�THE�
RED�DOT�DESIGN�AWARDS�HELD�IN�GERMANY
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DIMENSIONS HX35AZ

A

B

C

D

E

F

G

H

I

I'

J

K

L

M

N

O

P

Q

2,505(8'3")

1,540(5'1")

2,505(8'3")

525(1'9")

1,545(5'1")

167(0'7")

900(2'11")

900(2'11")

1,690(5'7")

2,128(7'0")

300(1'0")

371(1'3")

383(1'3")

447(1'6")

WORKING�RANGE HX35AZ

A

A'

B

C

D

E

F

5,170(17'0")

2,500(8'2")

2,250(7'5")

4,820(15'10")

2,350(7'9")

Unit�:�mm�(ft·
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WORKING�RANGE�&�DIMENSION

Operating�weight

Overall�length

Overall�width

Overall�height

Minimum�ground�clearance

Rear-�end�distance

Distance�between�tumblers

Height�of�blade

Ground�clearance�of�blade�up

Depth�of�blade�down

Max�vertical�wall�digging�depth

Rating�over-front Rating�over-side�or�360�degree�

Lift-point

height

(m/ft)

Lift-point�radius At�max.�reach

Capacity Reach

m�(ft)

4.0m kg *680 *680
13.1ft lb *1,500 *1,500 (11.6)
3.5m kg *660 580
11.5ft lb *14,60 (13.2)
3.0m kg *650 500
9.8ft lb *1,430 1,100 (14.3)
2.5m kg *650 450
8.2ft lb *1,430 990
2.0m kg *650 420
6.6ft lb *1,430 930
1.5m kg *660 400
4.9ft lb *1,460 880 (16.0)
1.0m kg *670 390
3.3ft lb *1,480 860 (16.1)
0.5m kg *680 390
1.6ft lb *1,500 860 (16.0)
0.0m kg *690 400
0.0ft lb *1,520 880
-0.5m kg *700 420
-1.6ft lb *1,540 930
-1.0m kg *710 460
-3.3ft lb *1,570 1,010 (14.3)
-1.5m kg *710 530
-4.9ft lb *1,570 1,170 (13.1)
-2.0m kg *690 *650
-6.6ft lb *1,520 (11.5)

HX35AZ

4.0m�(13.1ft)

-2.5m kg *580 *580

3.53

4.02

4.37

4.78

4.88

4.91

4.87

4.77

4.35

3.99

3.49

2.73
-8.2ft lb

3.0m�(9.8ft)1.0m�(3.3ft)

590
1300
590
1300
590
1300
580
1280
560
1230
550
1210
540
1190
530
1170
520
1150
520
1150

*660
*1460
*630
*1390
*650
*1430
*700
*1540
*760
*1680
*820
*1810
*870
*1920
*900
*1980
*900
*1980
*850
*1870

*800
*1760
900
1980
870
1920
840
1850
820
1810
810

1790
800
1760
810

1790
820
1810

*800
*1760
*990
*2180
*1170
*2580
*1320
*2910
*1400
*3090
*1410
*3110
*1350
*2980
*1210
*2670
*950

*2090

*1320
*2910
1560
3440
1570
3460
1580
3480
1600
3530
*920

*2030

*1320
*2910
*1710
*3770
*2210
*4870
*2160
*4760
*1670
*3680
*920

*2030

*1080
*2380
*1440
*3170
*1840
*4060
*2300
*5070

*1080
*2380
*1440
*3170
*1840
*4060
*2300
*5070

2.4m�(7'10")�boom,�1.6m�(5'3")�arm,�0.11m3�(0.14yd3)�SAE�heaped�bucket,�300mm�steel�track,�dozer�down�position,�additional�counterweight

LIFTING�CAPACITY



ENGINE

Model
HX

35AZ

Double-element�air�filter

Floating�dozer�blade

Angle�dozer�blade

CABIN

Heating�&�Air�Conditioning

Travel�alarm

LED�beacon�lamp

Cup�holder

Horn

CANOPY

Side�Mirror

Cup�holder

Horn
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WORKING�EQUIPMENT

Model
HX

35AZ

Long�arm�option

Hyundai�quick�coupler

Quick�coupler�piping

S

Rubber�track
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*  Standard and optional equipment may vary. Contact your Hyundai dealer for more information.
 The machine may vary according to International standards.
* The photos may include attachments and optional equipment that are not available in your area.

● : Standard / ○ : Option

●

MEMO
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